
120 SIMON LIGHTING, S.A.

LIGHT POINTS AND POLES

Materials

• Shaft:

structural steel tube.

• Flange plate: steel plate, with gussets.

Finish

Hot dip galvanised and painted.

Construction

Circular tube.

Luminaire attachment

Lateral fixing: Ø 60 mm x 110 mm lateral 

coupling in the horizontal position.

IP/IK

IP 3X.

To achieve IP44, use of an internal 

junction box with IP44 is necessary (not 

supplied with the pole).

IK10.

Notes

Supplied with fixing bolts and template.

Enquire on quantities and prices for 

stainless steel versions.

Luminaires not included.

Tubular pole up to 6 m high, with flush trapdoor and flat base 
plate with gussets.

SYSTEM

CL15M MODELS

H (mm) FINISH Ød COUPLING CODE DESCRIPTION

H1 LENGTH

4.000 DGCLAS –sanded dark grey– 168 4000 110 S-484140 CL15M 4 B d168 M18X500STD2 4L 0.11 DGCLAS

5.000 DGCLAS –sanded dark grey– 168 5000 110 S-482150 CL15M 5 B d168 M18X500STD2 5L 0.11 DGCLAS

6.000 DGCLAS –sanded dark grey– 168 6000 110 S-482160 CL15M 6 B d168 M18X500STD2 6L 0.11 DGCLAS

TECHNICAL DATA SHEET

FINISH

standard: DGCLAS –sanded dark grey–

enquire: special and RAL on demand

SHAFT

cylindrical, galvanised

TRAPDOOR

flush

CERTIFICATION

conforms to: EN 40-5 STANDARD

TECHNICAL DATA

DOOR
FLANGE 

PLATE
BOLTS

HEIGHT Ø X Y Z A B Metric Length

4.000 168 100 300 550 215 300 M18 500

5.000 168 100 300 550 215 300 M18 500

6.000 168 100 300 550 215 300 M18 500
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